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CITY CRANE 
MC 205 B

Climbing crane
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CITY CRANE 
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Counter-jib ballast
MBZ 1

Base ballast
MBZ 1

Anchorages
MBZ 1

P 20 A

48
,1

5 
m

98,7 m

59,7 m

87
,1

5 
m

134,7 m

12
3,

15
 m

170,7 m

15
9,

15
 m

206,7 m

60 m
55 m
50 m
45 m
40 m
35 m
30 m

14,5 m
14,5 m
14,5 m
12 m
12 m
12 m
12 m

18 600
15 800
14 400
17 200
14 400
13 000
11 000

(kg)

4800 kg  - 4200 kg 
3400 kg

64,7 61,7 58,7 55,7 52,7 49,7 46,7 43,7 40,7 37,7 34,7 31,7 28,7 25,7 22,7
108 96 84 72 60 48 36 24 24 24 24 24 24 24 24

19,7 16,7 13,7
24 24 24

VB 20 A2 m
(t)

H (m)

GB

Distance between collars

Crane height

Crane weight (in service)

Horizontal reaction

A

H1
P

R

CITY CRANE 
MC 205 B

Load diagrams
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CITY CRANE
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Mechanisms
MBZ 1

hp kW
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5 3,7m/min5 D3 V4 15 - 30 - 58

rpmRCV 145 2 x 6 2 x 4,40 � 0,8

4 x 7m/min 13,5 � 27
RT 544 
A1 2V

R ≥ 13 m

VB 20 A
4 x 5,2

CEI 38 IEC 38

400 V (+6% -10%) 50 Hz

kVA

55 RCS : 75kVA 2000/14

GB
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Trolleying
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In compliance with the EEC Instructions on noise level

This commercial document is not legally binding. 
For any technical information, please refer to the corresponding instructions. !
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